
HANNA RUBBER COMPANY

Specification 
Sheet

Hanna Rubber Company  
908 West 25th Street
Kansas City, Mo. 64108

Phone Number:
816-221-9600

Email Address:
sales@hannarubber.com

Website:
www.hannarubber.com

Style 1190 PTFE Compression Packing
Style 1190 PTFE compression packing is a special Kynolâ„¢ fibers treated with PTFE and 
break-in lubricant. This is a non-contaminating packing for use in paper mills in almost 
all pump and valve applications. 

Temperature: To 500°F (260°C)
pH: 0-13
Speed: 1500 FPM
Pressure: To 500 PSI (35 bar)
Construction: Interlock Braid
Comparable to: Chesterton 1727, Garlock 1850, Teadit 2777

in. 1/8” 3/16” 1/4” 5/16” 3/8” 7/16” 1/2” 9/16” 5/8” 3/4” 7/8” 1”

ft./lb. 80 50 26 19 13 10 7.4 6 4.6 3.2 2.5 1.9

lbs./box 1 1 2 2 or 5 2 or 5 5 5 5 5 10 10 10

Hanna Rubber accepts no responsibility for results obtained. Each user of these products, or information, should perform their own tests to 
determine the suitability of the material. Hanna Rubber does not guarantee that the user will obtain the same results. The data and information 
are subject to change without notice.
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