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Astm D178 Electrical 
Switchboard Matting

Corrugated and Diamond Plate Surfaces - Black

Hanna Rubber Company
908 West 25th Street 
Kansas City, MO 64108

CORRUGATED SURFACECORRUGATED SURFACE DIAMOND PLATE SURFACE

Product Surface Nominal Thickness AC Proof Test Maximum Use Voltage

Type I, Class 2 Corrugated 1/4 in (6.4 mm) 20,000 V 17,000 V

Type II, Class 1 Corrugated 3/16 in (4.8 mm) 10,000 V 7,500 V

Type II, Class 2 Corrugated 1/4 in (6.4 mm) 20,000 V 17,000 V

Type II, Class 2 Diamond Plate 1/4 in (6.4 mm) 20,000 V 17,000 V

Type II, Class 3 Corrugated 3/8 in (9.5 mm) 30,000 V 26,500 V

Available Constructions

Product Description

Hanna electrical switchboard matting is intended for use as an insulating floor covering around switchboards, 
control panels, substations, transformers, generators, and other energized electrical equipment. Available 
constructions are classified by ASTM D178 Type and lectrical Class. Corrugated and iamond late surfaces 
provide traction while the elastomeric body provides dielectric protection within the stated class limits.

Note: Voltage class governs electrical performance. Nominal thicknesses shown are the common industry 
constructions associated with each listed class.


