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Mil-Dtl-15562g Military 
Switchboard Matting

Types I, II and Ill 

TYPE I • MARBLEIZEDTYPE I • MARBLEIZED
Blue marbleized sheet floor covering

TYPE II • SMOOTHTYPE II • SMOOTH
Solid-color smooth runner matting

TYPE 111 • DIAMOND PLATETYPE 111 • DIAMOND PLATE
Raised diamond-pattern 

runner matting

Type Surface/Construction Nominal Thickness Standard Roll Standard Colors/Finish 

Type I Marbleized sheet; smooth top; designed for installed 
floor covering and heat-welded seams 1/8 in (3.2 mm) 36 in X 75 ft Blue Standard or Blue High 

Gloss

Type II Smooth-top portable runner; fire-retardant and 
electrically insulating 1/8 in (3.2 mm) 36 in X 75 ft Black, Blue or Green

Type Ill Raised diamond-plate portable runner; slip-resistant, 
fire-retardant and electrically insulating 3/16 in (4.8 mm) 36 in X 75 ft Gray or Green 

Product Selection 

Product Description
Hanna Rubber Military Switchboard Matting is designed for use around electrical apparatus and circuits as 
supplemental protection against accidental exposure to electrical potential. The three requested constructions 
are certified to MIL-DTL-15562G. 

Product Description
MIL-DTL-15562G product group meets additional performance requirements for oxygen-bomb aging, 
sulfuric-acid exposure, and ultraviolet-light exposure. Each roll of military switchboard matting is certified to 
the specification. 

Important: This military matting has a recommended maximum use voltage of 3,000 VAC. It must not be 
represented with the 17,000 VAC rating used for ASTM 0178 Type II, Class 2 products 

Property MIL-DTL-15562G Rating

Dielectric test voltage 30,000 VAC 

Proof tested over the entire surface 15,000 VAC

Recommended maximum use voltage 3,000VAC 

Electrical Performance - All Three Types 


